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wax-fortified ? 


Whal makes them 


economical? 


hie are they used? 
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HERE ARE THE FACTS 
(in a few minutes)... 


WAX-FORTIFIED PAINTS .=2 


Johnson's Wax-Fortified Paints are fine 
paints and enamels which have been 
impregnated with genuine, protective 
wax... to provide extra toughness, to 
increase maintenance efficiency and re- 
duce maintenance costs. 


Wax, Nature's protector, is a natural dirt- 
and water-repellent. Nature provides all 
plants, flowers and fruits with a durable 
shield of WAX... to protect them against 
the elements, to conserve their moisture. 
That's why Wax—skillfully blended with 
fine paint resins by methods developed 
in the Johnson Wax Laboratories—pro- 
vides a finish of unmatched endurance 
and maintenance economy. 


An important plus-value of Johnson's 
Wax-Fortified Paints is that they provide 
better light without added power costs. 
Due to their natural resistance to dirt, 
Wax-Fortified Paints stay clean, white 
and new-looking longer; hence their light 
values—high to begin with—remain high 
throughout the life of the paint job. 
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© MAKES THEM ECONOMICAL : == 


With the extra advantages resulting from 
wax-impregnation—dirt-resistance, high- 
er sustained light values, easier clean- 
ing, less re-painting—Johnson’s Wakx- 
Fortified Paints have contributed to in- 
creased production of war materials in 
many industries. They help improve work- 
ing conditions. They help save time and 
labor by simplifying maintenance. Their 
beauty is long lasting. 


The dirt-resistance and water-repellency 
of Wax-Fortified Paints reduces the need 
for cleaning . . . at the same time makes 
cleaning easier when finally necessary. 


The protection and toughness of Wax- 
Fortified Paints gives added resistance 
to scratches and mars... guards against 
the action of grease, grime, cutting oils, 
cleaning agents, etc. 


Johnson's Wax-Fortified Paints require no 
special preparation nor care in applica- 
tion. They may be brushed or sprayed 
by conventional paint methods. They 
may be used on old or new surfaces of 
wood, brick, metal, plaster or any painted 


or unpainted surface with equally good 
results. Coverage is from 400 to 600 square 
feet per gallon depending on surface 
conditions and application method. Re- 
painting requires the same procedure as 
with any ordinary paint or enamel. 


Johnson sales engineers, on call at 19 
conveniently located branch warehouses 
from coast-to-coast, will be glad to assist 
in your paint maintenance problems. 
Please see back cover for location of your 
nearest Johnson warehouse. 


INDUSTRIAL MAINTENANCE DIVISION 
S. C. Johnson & Son, Inc. 
Racine, Wisconsin 
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and. HOW » 6 « 


By the government in. 


Army Camps « Naval Training Stations «- Air Fields 
Navy Bases «- Arsenals 


By producers of war materials in... 


MILLS FOUNDRIES 
FACTORIES SHIPYARDS 

By i. 

OFFICE BUILDINGS FOOD INDUSTRIES 
RESTAURANTS SCHOOLS 
DAIRIES RAILROADS 


POWER PLANTS OFFICES 


WAREHOUSES MACHINE SHOPS 
HOTELS HOSPITALS 
BAKERIES CHURCHES 
APARTMENT HOUSES UTILITIES 


Also used on Buses, Street Cars, Piping, Equipment, Machinery and many other surfaces. 
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What finishes, 


colors, etc., are 
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MILL WHITE FLAT (Brush Type) e For large scale appli- 
cations on all industrial interiors. 


MILL WHITE FLAT (Spray Type) e For fast, one-coat ap- 
plication. Practically no spray fog. For all industrial 
interiors. 

MILL WHITE GLOSS (Enamel) e For either brush or spray 
industrial interior applications. 

COMMERCIAL INTERIOR GLOSS (Enamel) e In 17 colors, 
black and white. Also available in quick-drying. 
Gives a rich, full-lustre finish. 

COMMERCIAL INTERIOR SEMI-GLOSS (Enamel) e In 10 colors, 
and white. Available also in quick-drying. Has a 
satin-lustre finish. 


COMMERCIAL INTERIOR FLAT e A soft-lustre, glare-free 
enamel finish. In 10 colors and white. 


TRANSPORTATION ENAMEL e In 11 colors, black and white. 
For truck fleets, etc., exterior use. 


DADO ENAMEL e In brown and two colors of gray. 

MACHINE ENAMEL e In white and two colors of standard 
gray. 

PRIMER e An ideal first coater for Wax-Fortified Paints. 

UNDERCOAT e An excellent undercoat for enamel. 


THINNER e Specially made for use with Wax-Fortified 
Paints. Low in cost and economical to use. Gives the 
same results as turpentine. 


SIZES: Johnson's Wax-Fortified Paints are available in 1-, 5-, and 55-gallon containers. 
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SPECIFICATIONS 


to help you get Economical G KS 
Paint Maintenance oe 


JOHNSON'S  , This paint is especially de- 
Frtipiod signed for all industrial in- 
Wer terior ceilings and walls 
MILL WHITE where a lustreless finish is 
FLAT desired. MILL WHITE FLAT is 
(Brush Type) an extremely dense cover- 
ing, white industrial finish. It is practically 
fool-proof in application and one coat usu- 
ally covers even the tough spots. It produces 
a full, even finish which is wax-fortified 
throughout. It may be either brushed or 
sprayed. 


SPECIFICATIONS: 
Over painted surfaces— 


Only one coat of MILL WHITE FLAT is usually necessary on this 
type of surface. It is advisable to clean the surface of all dirt, dust, 
grease, etc., before applying. 


Over new surfaces— 


Use first a primer coat, then a coat of MILL WHITE FLAT over new 
wood... plaster (new, hard, or smooth) ... unpainted concrete, brick, 
tile, cement, etc...unpainted wallboard, plaster-board, insulating 
board...and over new and unpainted metal. 


Both the PRIMER and MILL WHITE FLAT should be thinned with 
Johnson's Thinner or turpentine according to instructions on the 
container label. 


Paints for Industry 


J) 


JOHNSON’S This fine white industrial 
40d paint — specially made for 
War- spray gun applications on 
MILL WHITE industrial interiors such as 
FLAT walls and ceilings, etc., 
(Spray Type) where a “‘flat’’ finish is 
needed. Does the job quickly, thoroughly 
and economically. Drying time of Johnson's 
Wax-Fortified MILL WHITE FLAT (Spray Type) 
has been hastened so practically no spray 
fog is created. 


SPECIFICATIONS: 
Over painted surfaces— 


Only one coat of MILL WHITE FLAT is usually necessary on this 
type of surface. It is advisable to clean the surface of all dirt, dust, 
grease, etc., before applying. 


Over new surfaces— 


On new surfaces only one coat of MILL WHITE FLAT need usually be 
sprayed on. However, if the surface is extremely porous like wall- 
board, etc., it will then be necessary for two-coat work. 


The first coat should be Johnson’s Primer. 


Both the PRIMER and MILL WHITE FLAT should be thinned with 
Johnson's Thinner or turpentine according to instructions on the con- 
tainer label. 


faints fir industry ae 


JOHNSON’S This rugged, high-quality 
Fratipiod industrial satin gloss enamel 
War has the same outstanding 
whiteness as have all Wax- 

MILL WHITE Fortified Mill Whites. The 
GLOSS finish is extremely smooth, 

dirt resistant, water repellent ...and also 
noticeably resistant to mildew and fungus 
growth. Recommended for DAIRIES, BAKERIES, 


TEXTILE MILLS, CONFECTIONERY-, PHARMACEU- 
TICAL- AND FOOD-PROCESSING PLANTS. 


Johnson's MILL WHITE GLOSS works very easy 
under the brush, flowing out and leveling 
to a smooth, even finish. It may also be 
used for spray application. 


SPECIFICATIONS: 


Over enameled or primed surfaces— 


Only one coat is usually required after surface is cleaned, (after dirt, 
grease, etc., have been removed). 


For new surfaces— 


New wood and new, unpainted metal*: First, apply Johnson's Primer, 
then Johnson’s MILL WHITE GLOSS. 


Over plaster, also over unpainted surfaces such as concrete, brick, 
tile, and cement: First coat, Johnson's Primer. Second coat, Johnson's 
MILL WHITE GLOSS. Even more outstanding results may be obtained 
if a coat of Johnson’s Undercoat is applied between Primer and MILL 
WHITE GLOSS coats. 


Both the PRIMER and MILL WHITE GLOSS should be thinned with 
Johnson's Thinner or turpentine according to instructions on the con- 
tainer label. 


@ On walls and ceilings of defense plants, foundries, mills all over 
the U.S. Johnson's Wax-Fortified Paints are providing economical 
maintenance and HIGH light values to help speed production. 


SPECIFICATIONS (lind) 


‘ ae “ 
/ - 
¥ ci hie 


2 Die atin 


JOHNSON’S Finest, heavy-duty Machine 
+7, Enamel, wax-impregnated to 
Wa- provide a tough, grease- and 


dirt-resistant finish which 

MACHINE requires minimum attention. 

ENAMEL Will stand greater abuse, 

machine and cutting oils, strong cleaning 
agents, etc. 


Used in INDUSTRIAL PLANTS, POWER PLANTS, 
DAMS, ETC., for all machinery, power plant 
equipment, engines, piping, tools, etc. Ap- 
plied by spray or brush. 


Johnson's MACHINE ENAMEL is available in 
Light Gray 7-B (standard of Association of 
Machine & Tool Manufacturers), Dark Gray 
(old standard) and white. 


SPECIFICATIONS: 
Over enameled or primed surfaces— 
Clean all metal surfaces free of dirt, oil, etc., with gasoline or naphtha. 
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THIS you know, but...a few words of cau- 


tion about preparing any surfaces to be painted 
are never harmful. 


NEW SURFACES 


To avoid blistering and peeling, sufficient time 
should be allowed for new plaster, concrete, ce- 
ment and lumber to thoroughly dry before painting. 
Also, lumber with knots and sappy streaks should 
be sealed with shellac before paint is applied. 


OLD SURFACES 


To neutralize excessive alkaline and lime condi- 

tions of concrete, cement, etc., wash surfaces with | 
solution of 2 lbs. zinc sulphate to 1 gal. of water. | 
Stains made by oil, asphalt, or tar should be sealed | 
before priming. | 
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(If metal is first JOHNSON’S This rugged, wax-impreg- 
washed with strong 
Tri-sodium phos- .,e_.f nated dado enamel has the 
phate and water so- 
lution, rinse well and War advantages of extreme 


wipe with gasoline 
or naphtha before 
painting.) 


toughness and highest re- 
DADO ENAMEL sistance to soiling. It is easily 
cleaned, retains its original 
appearance longer, needs less repainting. 
ommendations used 


cs 6h eee “ee Johnson’s DADO ENAMEL is widely used in 
pabaaae parlir es: wa INDUSTRIAL PLANTS, WAREHOUSES, OFFICE COR- 


surfaces . . . that is, RIDORS, ETC., for painting lower sections of 
clean free of dirt, oil, grease, etc. Most machinery is frequently 


soaked with oil and is often very dirty. This must be removed or walls, interior window trim, piping, radiators, 
painting Wit i factory doors, and the like. It comes in dark 
On the cleaned surface, apply one coat of Johnson's Primer and finish gray, br own, and lig ht gray. It can be ap- 


with one (or two for best results) coats of Johnson’s MACHINE : . 
beer plied either by brush or spray methods. 


On new surfaces— 


Follow the same rec- 


; § ‘ Note: Johnson’s Wax-Fortified DADO ENAMEL is now also widely 
Both the PRIMER and MACHINE ENAMEL should be thinned with used in commercial buildings and public offices, schools, hospitals, 


Johnson‘s Thinner or turpentine according to instructions on the con- hotels, etc. It helps reduce upkeep and maintains an attractive appear- 
tainer label. ance for long periods. 
*New galvanized metal should be washed with vinegar to neutralize SPECIFICATIONS: 


condition on surface before painting. 


Over enameled or primed surfaces— 
One coat is usually sufficient. 


On all new and unsealed surfaces— 
First coat: Primer. Second coat: Wax-Fortified DADO ENAMEL. 


Both the PRIMER and DADO ENAMEL should be thinned with John- 
son's Thinner or turpentine according to instructions on the container 
For metal surfaces, it is important that they be _ 
thoroughly cleaned before painting. Rust, loose 
paint, and scale may be removed with wire brush 
or scraping. All grease and oil spots must be wiped 


clean with gasoline or naphtha. 


To avoid blistering and peeling on old surfaces 
finished with calcimine or whitewash, clean the 
surface by thorough wire brushing. To remove 
casein, wash the surface thoroughly. For best re- 
sults with these surfaces (and old flat painted sur- 
faces) prime with Johnson's Primer. 


Note: After surfaces are cleaned and prepared 
for painting it is advisable to sand lightly with 5/0 
sandpaper or a mix of powdered pumice stone with 
cleaning agent. This assures easy handling, per- 
fect adhesion and a long-lasting job. 


for every Job! ; Cale 
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faints fir industry oe 


SPECIFICATIONS (cinud) __ 


Paints for Office Buildings, Hotels, 
Hospitals, Schools, etc. 


JOHNSON'S A full gloss enamel of excep- 
‘yo tional smoothness and un- 
War usual depth of beauty. May 
be washed repeatedly. This 
COMMERCIAL beautiful interior enamel is 
INTERIOR GLOSS especially fine for wood and 
metal trim... for doors and window sashes 
... for furniture . . . for use in HOSPITALS, 
KITCHENS, BATHROOMS, MACHINERY FINISHING, 
PIPING IDENTIFICATION, ETC. It is obtainable in 
17 beautiful colors, plus white and black... 
and may be applied by brush or spray. 


SPECIFICATIONS: 
Over enameled or primed surfaces— 


For such work one coat of COMMERCIAL INTERIOR GLOSS is suf- 
ficient. 


For new surfaces— 


Over new wood...plaster...unpainted porous surfaces (concrete, 
brick, tile, etc.)... unpainted metal... first apply Johnson's Primer. 
Follow this with a finish coat of COMMERCIAL INTERIOR GLOSS. 


For very finest results a 3-coat job is recommended. Use Johnson's 
Primer for first coat. Follow with Johnson's Undercoat. Finish with 
Commercial Interior Gloss. 


Both the PRIMER and INTERIOR GLOSS should be thinned with 
Johnson's Thinner or turpentine according to instructions on the con- 
tainer label. 
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JOHNSON'S ~—_, This finish has a soft, satin- 
We py Footyed like appearance, can be 
cleaned repeatedly without 
COMMERCIAL sacrificing beauty or dur- 
INTERIOR ability. Very easy to work 
SEMI-GLOSS = with, has excellent covering 
qualities. SCHOOLS, HOSPITALS, OFFICES, RES- 
TAURANTS, INDUSTRIALS, ETC., find this quality 
product especially effective. It is available 
in 11 attractive colors. Application may be 
by brush or spray. 


SPECIFICATIONS: 


Over enameled or primed surfaces— 


One coat of COMMERCIAL INTERIOR SEMI-GLOSS is sufficient. 


On new surfaces— 


Over new wood...plaster... unpainted porous surfaces (concrete, 
brick, tile, etc.)...unpainted metal... first apply Johnson's Primer. 
Follow this with a finish coat of COMMERCIAL INTERIOR SEMI- 
GLOSS. 


For very finest results a 3-coat job is recommended. Use Johnson’‘s 
Primer for first coat. Follow this with Johnson's Undercoat. Finish 
with COMMERCIAL INTERIOR SEMI-GLOSS. 


Both the PRIMER and INTERIOR SEMI-GLOSS should be thinned with 
Johnson's Thinner or turpentine according to instructions on the 
container label. 


JOHNSON'S The finest “flat’’ paint that 


.,«,f can be made, retaining all 
Wartootped advantages of wax-impreg- 
nation. Bordering in lustre 

COMMERCIAL between customary flat and 
INTERIOR FLAT qn eggshell finish. No-glare 


surface, can be washed repeatedly without 
harm for it is an enamel in character. 


Available in 10 colors, and white. May be 
brushed on, or sprayed. 


SPECIFICATIONS: 
Over enameled or primed surfaces— 
Apply same as INTERIOR SEMI-GLOSS. 


For new surfaces— 
Use same procedure as for INTERIOR SEMI-GLOSS. 


Both the PRIMER and INTERIOR FLAT should be thinned with 
Johnson's Thinner or turpentine according to instructions on the con- 
tainer label. 


JOHNSON'S Thisis the perfect foundation 


,.e_.f for Johnson's Wax-Fortified 

We Frtiyiot Paints if surface is primed. 
x Has remarkable hiding pow- 
ers, is easy working and free 
flowing. It eliminates the 
ordinary underbody tendency of showing 


brush marks as it possesses fine leveling 
characteristics. 


UNDERCOAT 


SPECIFICATIONS: 
On all enameled or primed surfaces— 


Clean surfaces well, apply Johnson’s Undercoat as first coat. 


On all new or old unsealed surfaces— 


A primer is recommended as a first coat and then Johnson’s Under- 
coat for the second, or intermediate coat if three-coat work is con- 
templated. 


Both the PRIMER and UNDERCOAT should be thinned with Johnson's 
Thinner or turpentine according to instructions on the container label. 


JOHNSON'S The finest flat stipple paint 


Wott that can be made, retaining 

Wat- all the advantages of wax- 

COMMERCIAL impregnation. Made spe- 

INTERIOR FLAT cially for use where stipple 

STIPPLE effect is desired. No glare 

surface, can be cleaned repeatedly for it is 
an enamel in character. 


Available in Ivory, White and Cream. May 
be brushed or sprayed with equally good 
results. 


SPECIFICATIONS: 
Over enameled or primed surfaces— 


Apply the same as Interior Flat. 


For new surfaces— 
Apply the same as Interior Flat. 


Thin with Johnson’s Thinner according to instructions on container 
label. 


JOHNSON’S This Johnson's Primer is de- 


, s signed for painting porous 
Fitypied or non-primed wall surfaces 
War- to stop suction. It prevents 


formation of hot spots, has 
the tendency of bridging 
over hair cracks and fine checks. Presents 
a surface over which the finish coat of flat, 
semi-gloss, or gloss enamel stands out well. ° 


SPECIFICATIONS: 


When using over old paint in good condition, it is advisable to clean 
surface. 


PRIMER 


On new wood surfaces be sure surfaces are smooth and free of dirt 
or grease. Allow primer 18 to 24 hours to dry. 

On new concrete, cement or plaster walls, it is advisable to treat 
with zinc sulphate wash of 2 lbs. per gallon of water to neutralize 
alkali. Let dry 24 hours, then brush off loose crystals of zinc sulphate 
and apply primer. 


Thin PRIMER with Johnson’s Thinner or turpentine according to 
instructions on the container label. 


SPECIFICATIONS (wimd) g 


Paints for Transportation Units, Exterior 
Sash-Trim, Fences, Signs, Etc. 


JOHNSON’S A specially developed ex- 


Fratipiod terior type enamel with ad- 
Wat- vantages of ruggedness, 
beauty and easy mainte- 
TRANSPORTATION nance possible because of 
ENAMEL wax-impregnation. 
FOR TRANSPORT FLEETS, DAIRY AND BAKERY 


TRUCKS, RAILROADS, STREET CARS, BUSES, 
MARINE SUPERSTRUCTURES, ETC. 


Johnson's TRANSPORTATION ENAMEL provides 


a smooth surface, remarkably dust-resistant 
and water-repellent. Tough, it resists mar- 
ring and scratching. 


Also ideal for exterior sash and trim, guard 
rails, signs, semaphores, etc. 


Available in 11 colors, black and white. 


SPECIFICATIONS: 


May be applied over any good exterior-type primer. Made for spray 
gun application. If brush is to be used, application should be limited 
to small areas such as sash and trim, signs, fences, etc. 

Both the PRIMER and TRANSPORTATION ENAMEL should be thinned 
with Johnson's Thinner or turpentine according to instructions on 
the container label. 
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CIALLY. DEVELOPED To 


Sor yourrefarnte - - -Color Charts, 


price lists...on Johnson’s Wax-Fortified Paints 


where lo buy > 
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§. C. JOHNSON & SON, INC. 


RACINE, WISCONSIN 


BRANCH OFFICES AND WAREHOUSES 

conveniently located in 19 principal cities 
Atlanta .. . . 726 Ponce de Leon Place, N.E. . Phones Hemlock 0448-0449 
Boston. .. . . 51 Sleeper St Phones Hancock 4454-55-56 
Chicago. . . . Adlake Bldg., 320 W. Ohio St. . . . . . Phone Superior 5568 
Cincinnati .. 49 Central Ave . . Phones Cherry 6010-6011 
Cleveland . Phones Cherry 3607-3608 
Dallas..... . Phone Riverside 4031 
Denver .... . . . Phone Keystone 1959 
Detroit .... Phones Cadillac 5856-5857 
Kansas City . 710 Central St............ Phones GRand 5374-5375 
Los Angeles . 2856 E. llth St.............. Phone Angelus 7294 
Memphis .. . 641 Union Ave........ Phone 8-6142 
New York City 601 W. 26th St. .... .. Phones CHickering 4-0077, 4-0078 
Omaha .... 13th and Capitol Ave. . . Phone Atlantic 1634 


Philadelphia . 401 N. Broad St........... Phones Walnut 5770-5771 
Pittsburgh .. 26th and Smallman St...... . Phones Atlantic 9660-9661 
San Francisco 44 Berry Street . Phone Exbrook 1325 
St. Louis ... 4455 Duncan Ave........ Phones Newstead 2840-2841 
St.Paul .... 2447 University Ave........... Phone Midway 2822 
Seattle .... 1224 Sixth Ave. So » » «. « Phones ELiot 5019-5020 


The paint 
fortified with WAX 


... specially 
developed to reduce 
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Tough, high-quality industrial gloss enamel 
of outstanding whiteness, wax-impregnated 
for utmost dirt-repellency and washability. 
Ideal for interiors of dairies, bakeries, food 
processing plants, etc. 


N the unretouched before-and-after -photo- 

graphs above you see proof of the amazing 
hiding power and light reflection value of 
Johnson’s Wax-Fortified Mill White. Though 
two coats are usually recommended, this large 
Chicago industrial building used only one— 
with the highly satisfactory results shown 
above. (Dado work is finished with Johnson’s 
Wax-Fortified Dado Enamel). 


APPLICATION e Johnson’s: Wax-Fortified Paints 
are applied like any other paint—by conventional 
brush or spray methods. Complete instructions 
for thinning are given on the label. Exceptional 
smooth-flowing characteristics of this finish in- 
variably produce a superior-looking job. 

Order directly from Racine, or the branch 
office nearest you. A Johnson representative 
will be glad to call on you and help you 
simplify your paint maintenance schedule. 


S. C. JOHNSON & SON, INC Quality paints and enamels impreg- 
e ° tA e “ a . 
RACINE, WISCONSIN nated with genuine wax to resist 

Atlanta Dallas Memphis San Francisco dirt shaw maintain higher light values 
Boston Denver aii tage a son d lif 
Chi Detriot maha . Pau ‘ 
Cinctnnait Xeinsas City Philadelphia Seattle are give longer wear an ite. 
Cleveland Los Angeles Pittsburgh 

All-round, high coverage industrial paint Made by the makers of Johnson’s Wax 


ith ly high initial whi d 
sustained light values, waximpregnated 10 $.C. JOHNSON & SON, INC. 
resist dirt—without equal for low-cost main- 


tenance in factories, machine shops, ware- 
houses, etc. 


RACINE, WISCONSIN 


Form No. F166 Printed in U.S.A. 


COMMERCIAL INTERIOR GLOSS 


WHITE ROYAL BLUE 


IVORY JADE GREEN 


CREAM CAMEO PINK 


COMMERCIAL INTERIOR FLAT 


IVORY * CREAM* 


WHITE* JADE GREEN 


TRANSPORTATION ENAMEL 


WHY Fortified with Wax? 


Genuine wax is unsurpassed for ease and economy 
of maintenance, in addition to having advantages 
of beauty and protection. Paint impregnated 
with Wax retains these advantages, resulting in— 


1. Increased dirt-resistance 

2. High light values — longer 

3. Lower cleaning costs 

4. Extra toughness and wear 
These exclusive advantages of wax-impregnated 
paint are found only in Johnson’s Wax-Fortified 
Paints . . . used today in hundreds of nationally- 
famous institutions and factories. 


For surfaces requiring a rich, full-lustre enamel finish 
such as metal and wood trim, kitchens, hospitals, 


public rooms and interior industrial equipment. 18 
colors and black. Also available in Quick Drying. 


JAVA BROWN BITTERSWEET ORANGE DRESDEN BLUE WILLOW GREEN 


PASTEL GREEN 


DELPHINIUM BLUE 


PARISIAN GRAY CARDINAL RED 


ARIZONA TAN DAFFODIL YELLOW ANTIQUE WHITE 


CHEROKEE RED 


For interiors requiring a soft, lustreless, glare-free 
finish, such as offices, hotels, hospitals, stores, 


apartments and schools. This color range also avail- 
able in Semi-Gloss and in Semi-Gloss Quick Drying. 


PASTEL GREEN 


ANTIQUE WHITE CAMEO PINK DAFFODIL YELLOW 


* Ivory, White and Cream are 
also available in Commercial In- 
terior Stipple. 


ARIZONA TAN DRESDEN BLUE PARISIAN GRAY 
weather-resisting finish that’s longer lasting and 


easier to clean. Available in 12 colors and black. 


For exterior use on trucks, buses, automobiles, street- 


cars, railroad cars, etc. Gives a lustrous, dirt-shedding, 


WHITE CREAM 


IVORY DAFFODIL YELLOW 
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BITTERSWEET ORANGE CHEROKEE RED 


CARDINAL RED JAVA BROWN 


PARISIAN GRAY WILLOW GREEN 


ARIZONA TAN ROYAL BLUE 


€, ‘ “DADO ENAMEL?” 


“| want a RUGGED 
finish that CUTS MAIN- 


we JouNson's 


ty 
Wa 


DADO ENAMEL 


RUGGED because the tough, pro- 
tective wax impregnated in Wax- 
Fortified Dado Enamel increases re- 
—— to wear, moisture, scratches, 


CUTS MAINTENANCE <i wax 
resists dirt, grease, grime . . . requires 
less cleaning. 

ECONOMICAL ... retains original 
appearance longer, requires less at- 
tention. Easy application, easy main- 
tenance, less repainting! 


Dark Gray Brown Light Gray 


For all dado work— 
lower sections of walls, 
woodwork, piping, radia- 
tors, concrete, brick, rough 
tile, etc. 

Easy to apply with 
brush or spray. Special 
colors made to order. 


Stocked in 1-gallon, 5 


gallon and 55-gallon con- 
tainers. 


S. C. JOHNSON & SON, INC. * RACINE, WIS. 


RINTE, 
PRINTED 
U.S. Be 


F234 Industrial Maintenance Division 


\. “Paint’s got to be TOUGH to 
4°" 4 stand up on my machinery 


y . . that’s why I use wax- 
fortified paint in our plant!” 


‘ 


JOHNSON’S 


7 a 
MACHINE ENAMEL 


Fortified with Tough, 
Protective Wax! 


Rugged... hard to scratch or 
mat ...amazingly easy to clean! 
Genuine Wax impregnated in 
Wax-Fortified Machine Enam- 
el sets new standards of tough- 
ness. and dirt-resistance .. . 
cuts maintenance costs. 


Light Gray—7B 


For all machinery, power plant 
equipment and piping, engines, tools. 
Easy to apply with brush or spray. 
Stocked in 1-gallon and 5-gallon 


containers. Special colors made to 
order. 


Dark Gray 


S. C. JOHNSON & SON, INC. ¢ RACINE, WIS. 


F 235 Industrial Maintenance Division en? 


Net Industrial Prices 


JOHNSON'S 


[lr 


TERMS: 2% for CASH in 10 days from date of invoice or 60 days NET. 
Delivery PREPAID on orders for 10 gallons or more. 
F.O.B. nearest Johnson Warehouse or Racine on orders less than 10 gallons. 


These terms apply only east of the Rocky Mountain area. 


Effective April 1, 1942. Prices subject to change without notice. 


PRODUCTS 
MILL WHITE GLOSS 
MILL WHITE FLAT (Brush Type) 
MILL WHITE FLAT (Spray type) 
DADO ENAMEL (Brown, Light Gray and Dark Gray) 
MACHINE ENAMEL (Light Gray-7B, Dark Gray and White) 
COMMERCIAL INTERIOR GLOSS 
COMMERCIAL INTERIOR SEMI-GLOSS 
COMMERCIAL INTERIOR FLAT 
COMMERCIAL INTERIOR FLAT STIPPLE 


TRANSPORTATION ENAMEL (Exterior) 


UNDERCOAT for WAX-FORTIFIED PAINTS 


PRIMER for WAX-FORTIFIED PAINTS 


THINNER for WAX-FORTIFIED PAINTS 


2.35 


2.65 


White 2.85 
Colors 2.95 


White 2.75 


Colors 2.85 


White 2.35 


Colors 2.45 


White 2.40 


Colors 2.50 


White 3.10 
Colors 3.20 


5-GALS. 


$2.50 


2.05 


2.05 


2.20 


2.50 


White 2.70 


Colors 2.80 


White 2.60 


Colors 2.70 


White 2.20 


Colors 2.30 


White 2.25 


Colors 2.35 


White 2.95 
Colors 3.05 


White 2.60 
Colors 2.70 


White 2.50 


Colors 2.60 


White 2.10 


Colors 2.20 


White 2.15 


Colors 2.25 


White 2.85 
Colors 2.95 


QUICK DRY: Commercial Interior Gloss, Semi-Gloss and Mill White Gloss are also 
available in Quick Dry at 10c net per gallon extra. 


A Nationwide Service to Commerce and Industry 


S.C. JOHNSON & SON, INC., RACINE, WIS. 


| INDUSTRIAL MAINTENANCE DIVISION 
| i 


F-239E See reverse side for nearest Johnson warehouse (Form DC-E) 
” 


§. ©. JOHNSON & SON, INC. 


BRANCH OFFICES AND WAREHOUSES 


conveniently located in 19 principal cities: 


Atlanta. . . 
Boston. . . 
Chicago .. 
Cincinnati. . 
Cleveland. . 
Dallas . . . 
Denver. . . 
Detroit. . . 
Kansas City . 
Los Angeles . 
Memphis . . 
New York City 
Omaha .. 
Phitledelphita . 
Pittsburgh . . 
San Francisco 

St. Lovis . . 
St.Paul. . . 


Seattle. . . 


726 Ponce de Leon Place, N.E. «ON Shee Phones Hemlock 0448-0449 
51 Sleeper St. . . 1 1 6 6 6 « © © © © 6Phones Hancock 4454-55-56 
Adlake Bidg., 320 W. Ohio Street . . . 2... Phone Superior 5568 
49 Central PNG See agen ote et + « « Phones Cherry 6010-6011 
1220 W. 9th St. 6. ww eee ee «Phones Cherry 3607-3608 
1911 Griffin Ste. ce me eee ee ee Phone Riverside 4031 
1863 Wazee St. . «+ 2 se tw 2 . : _ Phone Keystone 1959 
1627 West Fort Ste. 2 + 6 © © «© «© © « Phones Cadillac 5856-5857 
710 Central St. o 6 © © 6 © ee © © 6 he) 6Phones GRand 5374-5375 
ba LTT AAS] aa er er a ar eae we ear eee a5 shies Angelus 7294 
CAT UNION AVO6 eek ee 8 Sip we 8 Pees. ANT Phone 8-6142 
The Starrett Lehigh Bldg., 601 W. 26th St. . . . CHickering 4-0077, 4-0078 
13th and Capitol Ave. . 2 1 1 6 ew ew ee Phone Atlantic 1634 
Terminal Com. Bidg., 401 N. Broad St. . . . . Phones Walnut 5770-5771 
Kirby Bldg., 26th and Smallman St. . . . « . Phones Atlantic 9660-9661 
44 Berry Street. . . . 1 6 6 © © «© «© «© © “« « Phone Exbrook 1325 
4455 Duncan Ave. . . . « «© + + «© « «» Phones Newstead 2840-2841 


2447 University Ave. . . « « «© + «© «© «© « « « Phone Midway 2822 


1224 Sixth Ave. So... 6. 3 ee sve Phones Eliot 5019-5020 


Digitized by: 


INTERNATIONAL 


ASSOCIATION 
FOR 
PRESERVATION 
TECHNOLOGY, 
INTERNATIONAL 


www.apti.org 


BUILDING 
TECHNOLOGY 

| ; HERITAGE 
| LIBRARY 


https://archive.org/details/buildingtechnologyheritagelibrary 


From the collection of: 


‘NATIONAL 
BUILDING 
ARTS 
CENTER 


http://web.nationalbuildingarts.org 


